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drilling units 
 

 

- Quill drilling units suitable to work many materials type. 
- Working stroke from 0 to 150 mm in accordance with the model. 
- Pneumatic feeding. 
- Hydrocheck feed control coassial to the spindle for pneumatic versions. 
- Fast and slow advance separately adjustable. 
- Integral spindle to improve accuracy runout and stifness. 
- Ready to install hydrocheck peck feeding device. 
- All units are equipped of 2 limit switches. 
- Mechanical end-stop to guarantee position repeatability. 
- Ready to install multispindle heads. 

 
�8�Q�L�W�V���D�U�H���D�Y�D�L�O�D�E�O�H���Z�L�W�K���E�D�O�O���V�F�U�H�Z���I�H�H�G���D�Q�G���S�U�H�D�U�U�D�Q�J�H�G���I�R�U���F�X�V�W�R�P�H�U�¶�V���V�H�U�Y�R�P�R�W�R�U�� 
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drilling units 

  

  DRILLING DIAMETER 
2 4 6 8 10 12 14 16 18 20 

Steel 
�”�����������1�P�P�ð 

Rpm 
mm / �… 

�1���:  
Kw 

4000 
0,05 
200 
0,03 

2500 
0,07 
500 
0,11 

1500 
0,12 
800 
0,25 

1250 
0,14 
1200 
0,48 

1000 
0,16 
1600 
0,55 

800 
0,18 
1800 
0,75 

700 
0,2 

2000 
0,75 

500 
0,22 
3000 
1,10 

500 
0,22 
3500 
1,50 

 

Steel 
�”�����������1�P�P�ð 

Rpm 
mm / �… 

�1���:  
Kw 

2500 
0,05 
300 
0,03 

2000 
0,08 
600 
0,08 

1500 
0,10 
1000 
0,20 

1000 
0,12 
1800 
0,40 

800 
0,14 
2500 
0,60 

700 
0,16 
3200 
0,75 

500 
0,18 
4000 
1,10 

Steel 
 �”�����������1�P�P�ð 

Rpm 
mm / �… 

�1���:  
Kw 

1500 
0,03 
230 
0,02 

1500 
0,05 
680 
0,05 

1000 
0,08 
1200 
0,20 

800 
0,08 
1600 
0,30 

500 
0,10 
2400 
0,60 

500 
0,12 
3200 
0,75 

Grey Iron 
�”�����������1�P�P�ð 

Rpm 
mm / �… 

�1���:  
Kw 

2500 
0,06 
150 
0,02 

1500 
0,10 
400 
0,06 

1000 
0,15 
800 
0,20 

750 
0,18 
1200 
0,25 

500 
0,20 
1600 
0,50 

500 
0,25 
2300 
0,75 

500 
0,30 
2900 
1,10 

 

 

Brass 

Rpm 
mm / �… 

�1���:  
Kw 

5000 
0,06 
150 
0,02 

4000 
0,10 
600 
0,20 

2500 
0,15 
800 
0,40 

1500 
0,18 
1000 
0,50 

1250 
0,20 
1200 
0,60 

1100 
0,20 
1600 
0,75 

1100 
0,25 
2400 
1,10 

800 
0,30 
3000 
1,50 

Aluminium 

Rpm 
mm / �… 

�1���:  
Kw 

5000 
0,06 
90 

0,02 

4000 
0,10 
200 
0,06 

2500 
0,15 
400 
0,15 

1500 
0,18 
600 
0,25 

1500 
0,18 
800 
0,30 

1500 
0,20 
1000 
0,55 

1250 
0,20 
1300 
0,75 

1100 
0,30 
2000 
1,10 

800 
0,35 
2400 
1,50 

500 
0,40 
3000 
2,20 

Alloy 2011 

Rpm 
mm / �… 

�1���:  
Kw 

6000 
0,08 
150 
0,03 

5000 
0,12 
3500 
0,10 

4000 
0,15 
600 
0,25 

2500 
0,20 
1000 
0,35 

1500 
0,20 
1100 
0,40 

1500 
0,20 
1400 
0,55 

1500 
0,20 
1800 
0,75 

1100 
0,30 
2400 
1,10 

800 
0,30 
3000 
1,50 

500 
0,35 
3400 
2,20 

 

 DE10 

 

 DE20 

 

The exposed data refer to the use of tools in HSS and are purely indicative and non-binding. Such data 
may undergo considerable variations depending on the material, working conditions and others cause. 
To drill with multispindle head, the values must be multiplied for the number of spindle of the multispindle 
head. 
 

Rpm Spindle Rpm mm / �… Feed mm/rev. �1���:  Feed avance Kw Motor power 
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drilling units 
 

 

  
DU10P.50 

Feed pneumatic 
Stroke 50 mm 
Drilling Capacity Ø10 on steel Rm50 
Thrust at 6 bar 1200 N 
Spindle speed From 500 to 9000 rpm 
Motor Power From 0.37 to 1.1 Kw 
 

- Pneumatic cylinder Ø63. 
- Air inlet (1) G1/8. 
- Air consumption 1,10NL/cycle. 
- Spindle concentricity 0,01. 
- Electric wires connections M16x1,5 (2). 
- Internal limit switches (3)  

Optional: pneumatic limit switches  
or inductive sensors. 

- Feed hydrocheck (5) in line with spindle. 
- Hydrocheck stroke 45mm.  
 Optional: peck feed hydrocheck. 
- Fast/slow stroke separately adjustable 
  (4) with mechanical stop. 
- Standard color: Light Grey RAL 
7035.  
 Other colors on request. 
- Weight from 15 to 22 Kg 
 

 

 

 

D1 

 

E2 

 

B1 
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spindle 

B1 B12 DIN 238 
E2 ER20 DIN 6499 
D1 Ø16 DIN 55058 

  

 rpm 
50HZ 60Hz 

05 500 600 

 07 750 900 
10 1000 1200 
12 1250 1500 
15 1500 1800 

 
20 2000 2400 
25 2500 3000 
30 3000 3600 
50 5000 6000 
70 7000 8400 
90 9000 10800 

 

 motor 

036 80 B14 0,37Kw 6 poles 
056 80 B14 0,55Kw 6 poles 

076 80 B14 0,75Kw 6 poles 

 034 71 B14 0,37Kw 4 poles 
054 80 B14 0,55Kw 4 poles 
074 80 B14 0,75Kw 4 poles 

 
032 71 B14 0,37Kw 2 poles 
052 71 B14 0,55Kw 2 poles 
072 80 B14 0,75Kw 2 poles 
112 80 B14 1,10Kw 2 poles 

 

 motor type 

S 230-400V-50/60Hz 
A brake motor  
V forced ventilation 

 AV brake motor + 
forced ventilation 

 

 
hydrockeck 

45H standard 

 45HS with oil bowl 

 75HP peck feed  

 

DU10P      50           

optional: 

accessories for easy installation 

STANDARD COLOR 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 

. . . . .  

 

  

stroke 
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drilling units 
  

  

DU10P.100 

Feed pneumatic 
Stroke 100 mm 
Drilling Capacity Ø10 on steel Rm50 
Thrust at 6 bar 1200 N 
Spindle speed from 500 to 9000 rpm 
Motor Power from 0.37 to 1.1 Kw 
 

 

- Pneumatic cylinder Ø63. 
- Air inlet (1) G1/8. 
- Air consumption 2,20NL/cycle. 
- Spindle concentricity 0,01. 
- Electric wires connections M16x1,5 (2). 
- Internal limit switches (3)  

Optional: pneumatic limit switches  
or inductive sensors. 

- Feed hydrocheck (5) in line with spindle. 
- Hydrocheck stroke 75mm.  

Optional: peck feed hydrocheck. 
- Fast/slow stroke separately adjustable 

(4) with mechanical stop. 
- Standard color: Light Grey RAL 

7035.  
Other colors on request. 

- Weight from 17 to 25 Kg 
 

 

D1 

 

E2 

 

B1 

 

 



 
 

7 
 

www.bsi-industry.de 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 spindle 

B1 B12 DIN 238 
E2 ER20 DIN 6499 
D1 Ø16 DIN 55058 

  

 rpm 
50HZ 60Hz 

05 500 600 

 07 750 900 
10 1000 1200 
12 1250 1500 
15 1500 1800 

 20 2000 2400 
25 2500 3000 
30 3000 3600 
50 5000 6000 
70 7000 8400 
90 9000 10800 

 

 motor 

036 80 B14 0,37Kw 6 poles 
056 80 B14 0,55Kw 6 poles 

076 80 B14 0,75Kw 6 poles 

 034 71 B14 0,37Kw 4 poles 
054 80 B14 0,55Kw 4 poles 
074 80 B14 0,75Kw 4 poles 

 032 71 B14 0,37Kw 2 poles 
052 71 B14 0,55Kw 2 poles 
072 80 B14 0,75Kw 2 poles 
112 80 B14 1,10Kw 2 poles 

 

 motor type 

S 230-400V-50/60Hz 
A brake motor  
V forced ventilation 

 AV brake motor + 
forced ventilation 

 

 
hydrockeck 

75H standard 

 75HS with oil bowl 

 100HP peck feed  

 

DU10P 100           

 

. . . . .  
stroke 

 

 

optional: 

accessories for easy installation 

STANDARD COLOR 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 
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DU20P.100 

Feed pneumatic 
Stroke 100 mm 
Drilling Capacity Ø18 on steel Rm50 
Thrust at 6 bar 3700 N 
Spindle speed from 100 to 4500 rpm 
Motor Power from 0.75 to 3.00 Kw 
 

 

- Pneumatic cylinder Ø100. 
- Air inlet (1) G1/4. 
- Air consumption 5,00NL/cycle. 
- Spindle concentricity 0,01. 
- Electric wires connections M16x1,5 (2). 
- Internal limit switches (3) 

Optional: pneumatic or inductive sensors. 
- Feed hydrocheck (5) in line with spindle. 
- Hydrocheck stroke 75mm. Optional: 

peck feed hydrocheck. 
- Fast/slow stroke separately adjustable 

(4) with mechanical stop. 
- Air inlet 0.5bar for internal spindle 

pressurization (6). 
- Standard color: Light Grey RAL 

7035. Other colors on request. 
- Weight from 35 to 50 Kg 

 

 

D2 

 

E5 

 

C2 
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 spindle 

C2 MT2 DIN 228 
E5 ER25 DIN 6499 
D2 Ø20 DIN 55058 

  

 rpm 
50HZ 60Hz 

01 100 120 
02 200 240 
03 300 360 

 05 500 600 
07 700 840 

 

22 2200 2640 
30 3000 3600 
45 4500 5400 

 

 motor 

80 Motor reducer 0,75Kw 4 poles 
81 Motor reducer 1,50Kw 4 poles 

 

074 80 B14 0,75Kw 4 poles 
114 90 B14 1,10Kw 4 poles 
154 90 B14 1,50Kw 4 poles 
224 100 B14 2,20Kw 4 poles 
304 100 B14 3,00Kw 4 poles 

 
072 80 B14 0,75Kw 2 poles 
112 80 B14 1,10Kw 2 poles 
152 90 B14 1,50Kw 2 poles 
222 90 B14 2,20Kw 2 poles 
302 100 B14 3,00Kw 2 poles 

 

 motor type 

S 230-400V-50/60Hz 
A brake motor  
V forced ventilation 

 AV 
brake motor + 
forced ventilation 

 

 
hydrockeck 

75H standard 

 75HS with oil bowl 

 100HP peck feed  

 

DU20P 100           . . . . .  
stroke 

 

 

08 800 960 
11 1100 1320 
15 1500 1800 

 

076 90 B14 0,75Kw 6 poles 
116 90 B14 1,10Kw 6 poles 
156 100 B14 1,50Kw 6 poles 
226 112 B14 2,20Kw 6 poles 

 

 

optional: 

accessories for easy installation 

STANDARD COLOR 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 
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DU20P.150 

Feed pneumatic 
Stroke 150 mm 
Drilling Capacity Ø18 on steel Rm50 
Thrust at 6 bar 3700 N 
Spindle speed from 100 to 4500 rpm 
Motor Power from 0.75 to 3.00 Kw 
 

- Pneumatic cylinder Ø100. 
- Air inlet (1) G1/4. 
- Air consumption 7,50NL/cycle. 
- Spindle concentricity 0,01. 
- Electric wires connections M16x1,5 (2). 
- Internal limit switches (3) 

Optional: pneumatic or inductive sensors. 
- Feed hydrocheck (5) in line with spindle. 
- Hydrocheck stroke 100mm.  

Optional: peck feed hydrocheck. 
- Fast/slow stroke separately adjustable 

(4) with mechanical stop. 
- Air inlet 0.5bar for internal spindle 

pressurization (6). 
- Standard color: Light Grey RAL 

7035. Other colors on request. 
- Weight from 42 to 57 Kg 

 

D2 

 

E5 

 

C2 
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 spindle 

C2 MT2 DIN 228 
E5 ER25 DIN 6499 
D2 Ø20 DIN 55058 

  

 rpm 
50HZ 60Hz 

01 100 120 
02 200 240 
03 300 360 

 
05 500 600 
07 700 840 

 

22 2200 2640 
30 3000 3600 
45 4500 5400 

 

 motor 

80 motor reducer 0,75Kw 4 poles 
81 motor reducer 1,50Kw 4 poles 

 

074 80 B14 0,75Kw 4 poles 
114 90 B14 1,10Kw 4 poles 
154 90 B14 1,50Kw 4 poles 
224 100 B14 2,20Kw 4 poles 
304 100 B14 3,00Kw 4 poles 

 
072 80 B14 0,75Kw 2 poles 
112 80 B14 1,10Kw 2 poles 
152 90 B14 1,50Kw 2 poles 
222 90 B14 2,20Kw 2 poles 
302 100 B14 3,00Kw 2 poles 

 

 motor type 

S 230-400V-50/60Hz 
A brake motor  
V forced ventilation 

 AV brake motor + 
forced ventilation 

 

 
hydrockeck 

100H standard 

 100HS with oil bowl 

 150HP peck feed  

 

DU20P 150           

optional: 

accessories for easy installation 

 
 

. . . . .  

 

stroke 
 

08 800 960 
11 1100 1320 
15 1500 1800 

 

076 90 B14 0,75Kw 6 poles 
116 90 B14 1,10Kw 6 poles 
156 100 B14 1,50Kw 6 poles 
226 112 B14 2,20Kw 6 poles 

 

STANDARD COLOR 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 
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spindle 

B1 B12 DIN 238 
E2 ER20 DIN 6499 
D1 Ø16 DIN 55058 

  

 rpm 
50HZ 60Hz 

05 500 600 

 07 750 900 
10 1000 1200 
12 1250 1500 
15 1500 1800 

 20 2000 2400 
25 2500 3000 
30 3000 3600 
50 5000 6000 
70 7000 8400 
90 9000 10800 

 

 motor 

036 80 B14 0,37Kw 6 poles 
056 80 B14 0,55Kw 6 poles 

076 80 B14 0,75Kw 6 poles 

 034 71 B14 0,37Kw 4 poles 
054 80 B14 0,55Kw 4 poles 
074 80 B14 0,75Kw 4 poles 

 032 71 B14 0,37Kw 2 poles 
052 71 B14 0,55Kw 2 poles 
072 80 B14 0,75Kw 2 poles 
112 80 B14 1,10Kw 2 poles 

 

 motor type 

S 230-400V-50/60Hz 
A brake motor  
V forced ventilation 

 AV brake motor + 
forced ventilation 

 

 

DU10E      50         

 

. . .  .  
stroke 

 

optional: 

accessories for easy installation 

STANDARD COLOR 

 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 
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spindle 

B1 B12 DIN 238 
E2 ER20 DIN 6499 
D1 Ø16 DIN 55058 

  

 rpm 
50HZ 60Hz 

05 500 600 

 07 750 900 
10 1000 1200 
12 1250 1500 
15 1500 1800 

 20 2000 2400 
25 2500 3000 
30 3000 3600 
50 5000 6000 
70 7000 8400 
90 9000 10800 

 

 motor 

036 80 B14 0,37Kw 6 poles 
056 80 B14 0,55Kw 6 poles 

076 80 B14 0,75Kw 6 poles 

 034 71 B14 0,37Kw 4 poles 
054 80 B14 0,55Kw 4 poles 
074 80 B14 0,75Kw 4 poles 

 032 71 B14 0,37Kw 2 poles 
052 71 B14 0,55Kw 2 poles 
072 80 B14 0,75Kw 2 poles 
112 80 B14 1,10Kw 2 poles 

 

 motor type 

S 230-400V-50/60Hz 
A brake motor  
V forced ventilation 

 AV brake motor + 
forced ventilation 

 

DU10E 100         

 

. . .  .  
stroke 

 

optional: 

accessories for easy installation 

STANDARD COLOR 

 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 
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spindle 

C2 MT2 DIN 228 
E5 ER25 DIN 6499 
D2 Ø20 DIN 55058 

  

 rpm 
50HZ 60Hz 

01 100 120 
02 200 240 
03 300 360 

 05 500 600 
07 700 840 

 

22 2200 2640 
30 3000 3600 
45 4500 5400 

 

 motor 

80 Motor reducer 0,75Kw 4 poles 
81 Motor reducer 1,50Kw 4 poles 

 

 

 
074 80 B14 0,75Kw 4 poles 
114 90 B14 1,10Kw 4 poles 
154 90 B14 1,50Kw 4 poles 
224 100 B14 2,20Kw 4 poles 
304 100 B14 3,00Kw 4 poles 

 
072 80 B14 0,75Kw 2 poles 
112 80 B14 1,10Kw 2 poles 
152 90 B14 1,50Kw 2 poles 
222 90 B14 2,20Kw 2 poles 
302 100 B14 3,00Kw 2 poles 

 

 motor type 

S 230-400V-50/60Hz 
A brake motor  
V forced ventilation 

 AV brake motor + 
forced ventilation 

 

 

DU20E 100         

optional: 

accessories for easy installation 

 
  

 

 
  

 

 

. . . . . . 

 

stroke 
 

08 800 960 
11 1100 1320 
15 1500 1800 

 

076 90 B14 0,75Kw 6 poles 
116 90 B14 1,10Kw 6 poles 
156 100 B14 1,50Kw 6 poles 
226 112 B14 2,20Kw 6 poles 

 

STANDARD COLOR 

 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 
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spindle 

C2 MT2 DIN 228 
E5 ER25 DIN 6499 
D2 Ø20 DIN 55058 

  

 rpm 
50HZ 60Hz 

01 100 120 
02 200 240 
03 300 360 

 05 500 600 
07 700 840 

 

22 2200 2640 
30 3000 3600 
45 4500 5400 

 

 motor 

80 Motor reducer 0,75Kw 4 poles 
81 Motor reducer 1,50Kw 4 poles 

 

 

 
074 80 B14 0,75Kw 4 poles 
114 90 B14 1,10Kw 4 poles 
154 90 B14 1,50Kw 4 poles 
224 100 B14 2,20Kw 4 poles 
304 100 B14 3,00Kw 4 poles 

 
072 80 B14 0,75Kw 2 poles 
112 80 B14 1,10Kw 2 poles 
152 90 B14 1,50Kw 2 poles 
222 90 B14 2,20Kw 2 poles 
302 100 B14 3,00Kw 2 poles 

 

 motor type 

S 230-400V-50/60Hz 
A brake motor  
V forced ventilation 

 AV brake motor + 
forced ventilation 

 

 

DU20E 150         

optional: 

accessories for easy installation 

 
  

 

 
  

 

 

. . .  .  

 

stroke 
 

08 800 960 
11 1100 1320 
15 1500 1800 

 

076 90 B14 0,75Kw 6 poles 
116 90 B14 1,10Kw 6 poles 
156 100 B14 1,50Kw 6 poles 
226 112 B14 2,20Kw 6 poles 

 

STANDARD COLOR 

 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 
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tapping units 
 

 

 

- Quill tapping units suitable to work many materials type. 
- Working stroke from 0 to 80 mm in accordance with the model. 
- Feed advance by lead screw 
- Oil-bath lubrication lead screw. 
- Units are available with pneumatic fast approach. 
- All units are equipped of 2 limit switches and one safety switch. 
- Ready to install multispindle heads. 
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tapping units 

 

 

  
TM10.60 

Feed by lead screw 
Tapping stroke 0-60 mm 
Tapping Capacity M10 on steel Rm50 
Spindle speed from 500 to 3000 rpm 

rpm rporpmrpm Motor Power from 0.37 to 1.10 Kw 
 

- Motor for inverter use (1). 
 Optional: brake motor 
- Oil bath lubrication lead screw (2). 
- N. 3 limit switches (3): 
 Front, rear position and lead screw safety. 
 Optional: inductive sensors. 
- Electric wires connections M16x1,5 (4). 
- Overall dimensions for multispindle head  
 installation (5). 
- Standard color: Light Grey RAL 7035. 
 Other colors on request. 
- Weight from 15 to 25 Kg 
 

 

 

D1 

 

E2 

 

B1 
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 spindle 

B1 B12 DIN 238 
E2 ER20 DIN 6499 
D1 Ø16 DIN 55058 

  

 rpm 
50HZ 60Hz 

05 500 600 

 07 750 900 
10 1000 1200 
12 1250 1500 
15 1500 1800 

 
20 2000 2400 
25 2500 3000 
30 3000 3600 

 

 motor 

036 80 B14 0,37Kw 6 poles 
056 80 B14 0,55Kw 6 poles 

076 80 B14 0,75Kw 6 poles 

 034 71 B14 0,37Kw 4 poles 
054 80 B14 0,55Kw 4 poles 
074 80 B14 0,75Kw 4 poles 

 032 71 B14 0,37Kw 2 poles 
052 71 B14 0,55Kw 2 poles 
072 80 B14 0,75Kw 2 poles 
112 80 B14 1,10Kw 2 poles 

 

 motor type 

S 230-400V-50/60Hz 
A brake motor  
V forced ventilation 

 AV 
brake motor + 
forced ventilation 

 

TM10      60         

 

 

 

 

  

. . .  .  

 
 

 

stroke 
 

standard lead screw pitch 
metric 0,5 /  0,7 /  0,75 /  0,8 /  1,0 /  1,25 /  1,5 /  1,75 / 2,0 
inch 40 / 32 / 28 / 19 / 14 / 11 

other pitches or left pitch on request 
 

optional: 

accessories for easy installation 

STANDARD COLOR 

 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 
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tapping units 
 

 

  
TM10P.90 

Feed by lead screw 
Fast approach (pneumatic) 50 mm 
Tapping stroke 0-40 mm 
Tapping Capacity M10 on steel Rm50 
Spindle speed from 500 to 3000 rpm 

rporpmrpm Motor Power from 0.37 to 1.10 Kw 
 

- Motor for inverter use (1). 
 Optional: brake motor 
- Oil bath lubrication lead screw (2). 
- Pneumatic cylinder for fast approach (3). 
 air pressure 6 bar, air consumption 
 0,8Nl/cycle. 
- N. 3 limit switches and 1 lead screw 
 safety switch (4). 
 Optional: inductive sensors. 
- Air inlet Ø6 (5). 
- Electric wires connections M16x1,5 (6). 
- Overall dimensions for multispindle head  
 installation (7). 
- Standard color: Light Grey RAL 7035. 
 Other colors on request. 
- Weight from 18 to 27 Kg 
 
 

 

 

D1 

 

E2 

 

B1 
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spindle 

B1 B12 DIN 238 
E2 ER20 DIN 6499 
D1 Ø16 DIN 55058 

  

 rpm 
50HZ 60Hz 

05 500 600 

 07 750 900 
10 1000 1200 
12 1250 1500 
15 1500 1800 

 
20 2000 2400 
25 2500 3000 
30 3000 3600 

 

 motor 

036 80 B14 0,37Kw 6 poles 
056 80 B14 0,55Kw 6 poles 

076 80 B14 0,75Kw 6 poles 

 034 71 B14 0,37Kw 4 poles 
054 80 B14 0,55Kw 4 poles 
074 80 B14 0,75Kw 4 poles 

 032 71 B14 0,37Kw 2 poles 
052 71 B14 0,55Kw 2 poles 
072 80 B14 0,75Kw 2 poles 
112 80 B14 1,10Kw 2 poles 

 

 motor type 

S 230-400V-50/60Hz 
A brake motor  
V forced ventilation 

 AV brake motor + 
forced ventilation 

 

TM10P      90         

 

 

 

 

 

 

  

 

 

. . .  .  

 
 

 

stroke 
 

standard lead screw pitch 
metric 0,5 /  0,7 /  0,75 /  0,8 /  1,0 /  1,25 /  1,5 /  1,75 / 2,0 
inch 40 / 32 / 28 / 19 / 14 / 11 

other pitches or left pitch on request 
 

optional: 

accessories for easy installation 

STANDARD COLOR 

 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 
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tapping units 

 

 

  
TM20.80 

Feed by lead screw 
Tapping stroke 0-80 mm 
Tapping Capacity M20 on steel Rm50 
Spindle speed from 100 to 1500 rpm 

rporpmrpm Motor Power from 0.75 to 3.00 Kw 
 

- Motor for inverter use (1). 
 Optional: brake motor 
- Oil bath lubrication lead screw (2). 
- N. 3 limit switches (3): 
 front, rear position and lead screw safety. 
 Optional: inductive sensors. 
- Electric wires connections M16x1,5 (4). 
- Overall dimensions for multispindle head 

installation (5). 
- Air inlet at 0,5bar for internal spindle 

pressurization (6). 
- Standard color: Light Grey RAL 7035. 
 Other colors on request. 
- Weight from 30 to 55 Kg 
 

 

 

D2 

 

E5 

 

C2 
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spindle 

C2 MT2 DIN 228 
E5 ER25 DIN 6499 
D2 Ø20 DIN 55058 

  

 rpm 
50HZ 60Hz 

01 100 120 
02 200 240 
03 300 360 

 05 500 600 
07 700 840 

 08 800 960 
11 1100 1320 
15 1500 1800 

 

 motor 

80 motor reducer 0,75Kw 4 poles 
81 motor reducer 1,50Kw 4 poles 

 
076 90 B14 0,75Kw 6 poles 
116 90 B14 1,10Kw 6 poles 
156 100 B14 1,50Kw 6 poles 
226 112 B14 2,20Kw 6 poles 

 
074 80 B14 0,75Kw 4 poles 
114 90 B14 1,10Kw 4 poles 
154 90 B14 1,50Kw 4 poles 
224 100 B14 2,20Kw 4 poles 
304 100 B14 3,00Kw 4 poles 

 

 motor type 

S 230-400V-50/60Hz 
A brake motor  
V forced ventilation 

 AV brake motor + 
forced ventilation 

 

TM20      80         

 

 

 

 

 

 

 

 

 

. . .  .  

 

  

 

 

stroke 
 

standard lead screw pitch 
metric 0,5 /  0,7 /  0,75 /  0,8 /  1,0 /  1,25 /  1,5 /  1,75 / 2,0 
inch 40 / 32 / 28 / 19 / 14 / 11 

other pitches or left pitch on request 
 

STANDARD COLOR 

 

 

      
 

optional: 

accessories for easy installation 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 
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tapping units 

 

 

  
TM20P.90 

Feed by lead screw 
Fast approach (pneumatic) 50 mm 
Tapping stroke 0-40 mm 
Tapping Capacity M20 on steel Rm50 
Spindle speed from 100 to 1500 rpm 

rporpmrpm Motor Power from 0.75 to 3.00 Kw 
 

- Motor for inverter use (1). 
 Optional: brake motor 
- Oil bath lubrication lead screw (2). 
- Pneumatic cylinder for fast approach (3). 
 air pressure 6 bar, air consumption  
 0,8NL/cycle. 
- N. 3 limit switches (3) and 1 lead screw  
 safety switch (4). 
 Optional: inductive sensors. 
- Air inlet Ø6 (5). 
- Electric wires connections M16x1,5 (6). 
- Overall dimensions for multispindle head  
 installation (7). 
- Air inlet at 0,5bar for internal spindle  
 pressurization (8). 
- Standard color: Light Grey RAL 7035. 
 Other colors on request. 
- Weight from 35 to 60 Kg 
 

 

 

D2 

 

E5 

 

C2 
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spindle 

C2 MT2 DIN 228 
E5 ER25 DIN 6499 
D2 Ø20 DIN 55058 

  

 rpm 
50HZ 60Hz 

01 100 120 
02 200 240 
03 300 360 

 
05 500 600 
07 700 840 

 
08 800 960 
11 1100 1320 
15 1500 1800 

 

 motor 

80 motor reducer 0,75Kw 4 poles 
81 motor reducer 1,50Kw 4 poles 

 076 90 B14 0,75Kw 6 poles 
116 90 B14 1,10Kw 6 poles 
156 100 B14 1,50Kw 6 poles 
226 112 B14 2,20Kw 6 poles 

 
074 80 B14 0,75Kw 4 poles 
114 90 B14 1,10Kw 4 poles 
154 90 B14 1,50Kw 4 poles 
224 100 B14 2,20Kw 4 poles 
304 100 B14 3,00Kw 4 poles 

 

 motor type 

S 230-400V-50/60Hz 
A brake motor  
V forced ventilation 

 AV 
brake motor + 
forced ventilation 

 

TM20P      90         

optional: 

accessories for easy installation 

 

 

 

 

 

  

 

 

. . .  .  

 

  

 

 

stroke 
 

standard lead screw pitch 
Metric 0,5 /  0,7 /  0,75 /  0,8 /  1,0 /  1,25 /  1,5 /  1,75 / 2,0 
Inch 40 / 32 / 28 / 19 / 14 / 11 

other pitches or left pitch on request 
 

STANDARD COLOR 

 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 
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drill & tap units 
 

 

  
FM10P.50 

Feed pneumatic 
Stroke 50 mm 
Tapping Capacity M10 on steel Rm50 
Thrust at 6 bar 1200 N 
Spindle speed from 500 to 2500 rpm 

rpm rporpmrpm Motor Power from 0.37 to 1.10 Kw 
 

- Pneumatic cylinder Ø63. 
- Air inlet Ø6 (1). 
- Air consumption 1,10NL/ciclo. 
- Spindle concentricity 0,01. 
- Electric wires connections M16x1,5 (4). 
- Internal limit switches (3) 
 Optional: inductive sensors. 
- Magnetic sensor to change spindle speed (2). 
- Feed hydrocheck (6) in line with spindle. 
- Hydrocheck stroke 45mm. 
- Fast/slow stroke separately adjustable (5). 
- Toolholder for collet ER16 with axial  
 compensation + 15mm (7). 
- Standard color: Light Grey RAL 7035. 
 Other colors on request. 
- Weight from 15 to 22 Kg 
 

 

 

B1 
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spindle 

B1 B12 DIN 238 

 

 rpm 
50HZ 60Hz 

05 500 600 

 
07 750 900 
10 1000 1200 
12 1250 1500 
15 1500 1800 

 
20 2000 2400 
25 2500 3000 
30 3000 3600 

 

 motor 

036 80 B14 0,37Kw 6 poles 
056 80 B14 0,55Kw 6 poles 

076 80 B14 0,75Kw 6 poles 

 
034 71 B14 0,37Kw 4 poles 
054 80 B14 0,55Kw 4 poles 
074 80 B14 0,75Kw 4 poles 

 032 71 B14 0,37Kw 2 poles 
052 71 B14 0,55Kw 2 poles 
072 80 B14 0,75Kw 2 poles 
112 80 B14 1,10Kw 2 poles 

 

 motor type 

S 230-400V-50/60Hz 
V Forced ventilation 

 

 FM10P       50         

 

 

 

 
 

  

  

. . . . .  

 
 

 

stroke 
 

053 71 B14 0,55/0,37Kw 2/4 poles 
083 80 B14 0,80/0,60Kw 2/4 poles 
113 80 B14 1,10/0,80Kw 2/4 poles 

 

 Hydrocheck 

45H standard 
45HS With oil bowl 

 

 

 

 

   

optional: 

accessories for easy installation 

STANDARD COLOR 

 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 
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drill & tap units 
 

 

  
FM10P.100 

Feed pneumatic 
Stroke 100 mm 
Tapping Capacity M10 on steel Rm50 
Thrust at 6 bar 1200 N 
Spindle speed from 500 to 2500 rpm 

rporpmrpm Motor Power from 0.37 to 1.10 Kw 
 

- Pneumatic cylinder Ø63. 
- Air inlet Ø6 (1). 
- Air consumption 2,20NL/ciclo. 
- Spindle concentricity 0,01. 
- Electric wires connections M16x1,5 (4). 
- Internal limit switches (3) 
 Optional: inductive sensors. 
- Magnetic sensor to change spindle speed (2). 
- Feed hydrocheck (6) in line with spindle. 
- Hydrocheck stroke 75mm. 
- Fast/slow stroke separately adjustable (5). 
- Toolholder for collet ER16 with axial        

compensation + 15mm (7). 
- Standard color: Light Grey RAL 7035. 
 Other colors on request. 
- Weight from 17 to 25 Kg 
 

 

 

 

B1 
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spindle 

B1 B12 DIN 238 

 

 rpm 
50HZ 60Hz 

05 500 600 

 
07 750 900 
10 1000 1200 
12 1250 1500 
15 1500 1800 

 
20 2000 2400 
25 2500 3000 
30 3000 3600 

 

 motor 

036 80 B14 0,37Kw 6 poles 
056 80 B14 0,55Kw 6 poles 

076 80 B14 0,75Kw 6 poles 

 
034 71 B14 0,37Kw 4 poles 
054 80 B14 0,55Kw 4 poles 
074 80 B14 0,75Kw 4 poles 

 
032 71 B14 0,37Kw 2 poles 
052 71 B14 0,55Kw 2 poles 
072 80 B14 0,75Kw 2 poles 
112 80 B14 1,10Kw 2 poles 

 

 motor type 

S 230-400V-50/60Hz 
V forced ventilation 

 

FM10P 100         

 

 

 

 

 

 

  

 

 

. . . . .  

 
 

 

stroke 
 

053 71 B14 0,55/0,37Kw 2/4poles 
083 80 B14 0,80/0,60Kw 2/4poles 
113 80 B14 1,10/0,80Kw 2/4poles 

 

 hydrocheck 

75H standard 
75HS with oil bowl 

 

  

optional: 

accessories for easy installation 

STANDARD COLOR 

 

 

RAL 7035 

OPTIONAL COLORS 

 

 

 

 

 

 RAL 6018 

RAL 1023 

RAL 1013 RAL 3028 

RAL 5015 

RAL 2003 
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drill & tap units  
 

 

  
FM20P.100 

Feed pneumatic 
Stroke 100 mm 
Tapping Capacity M20 on steel Rm50 
Thrust at 6 bar 3700 N 
Spindle speed from 100 to 1500 rpm 

rporpmrpm Motor Power from 0.75 to 3.00 Kw 
 

- Pneumatic cylinder Ø100. 
- Air inlet Ø8 (1). 
- Air consumption 5,00NL/ciclo. 
- Spindle concentricity 0,01. 
- Electric wires connections M16x1,5 (3). 
- Internal limit switches (4) 
 Optional: inductive sensors. 
- Magnetic sensor to change spindle speed (2). 
- Feed hydrocheck (6) in line with spindle. 
- Hydrocheck stroke 75mm. 
- Fast/slow stroke separately adjustable (5). 
- Air inlet 0.5bar for internal spindle 
 Pressurization (7). 
- Toolholder for collet ER20 with axial  
 compensation + 20mm (8). 
- Standard color: Light Grey RAL 7035. 
 Other colors on request. 
- Weight from 35 to 50 Kg 
 

 

 

C2 

 

 








































































